
Cut-off Valve

Relay

MBus Interface

(ZHM-2X)

Supply Voltage: 
65 - 265 VAC

Application Note // District Heating Management with EpiSensor

Scalable

Connect up to 100 nodes 
to each wireless mesh 
network

Data Logging

Store up to 70,000 data 
points (2 years @ 15 min 
intervals) at the edge EpiSensor Gateway 

(ZGW-10)

IP67 Enclosure

Water and dust-proof 
polycarbonate 
enclosures as 
standard

Bi-directional 
communications to 
tenant billing, ERP 
& energy 
management 
systems

Fully Secure

Security from ‘sensor to 
server’ with ZigBee AES 
128-bit encrypted 
communications 

Range Extender

(RTO-2X)
Extend Coverage

Easily extend wireless 
coverage by adding 
range extenders to 
the system

Supply Voltage: 
65 - 265 VAC Network

Onboard 3G / 4G cellular, Wi-Fi 
and dual Ethernet (with PoE) for 
wide area network connectivity. 
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Heat Meter

MBus

Pulse Counter/Range Extender

(ZPC-1X)

Water Meters

Pulse Inputs

Dual Channel pulse up 
to 40Hz (volt-free, 
active & open collector) 
with mains and battery 
powered options

Long Battery Life

Up to 10 years battery life 
with Lithium Thionyl 
Chloride utility-grade 
batteries


